
PERIMETER OF ROOF
12'-9"

T/O STEEL
12'-0"

B/O SOFFIT

10'-8 1/2"

PRESERVATIVE TREATED WOOD BLOCKING
( 4 LAYERS )

1/2" EXTERIOR GRADE PLYWOOD
( 3 LAYERS )

PREFINISHED ALUMINUM FASCIA SYSTEM

ROOF CONSTRUCTION (MIN. R-VALUE - 20) :
- STONE BALLAST ROOF SYSTEM
- TAPERED INSULATION
- 2 LAYERS OF 2" RIGID INSULATION
- METAL ROOF DECK ( REFER TO STRUCTURAL )

PERIMETER STEEL ANGLE AND STEEL
C-CHANNEL ( REFER TO STRUCTURAL )

PREFINISHED ALUMINUM FASCIA SYSTEM

WOOD BLOCKING ATTACHED TO STEEL BEAM

7/8" HAT CHANNEL ( 12 GA. ) ATTACHED
TO WOOD BLOCKING

EXTERIOR CEMENTITIOUS FINISH SYSTEM
( 1/2" CONT. SEALANT JOINT @ INSIDE CORNER )

3'-0"

ALIGN FACE OF SOFFIT TO WALL, BEYOND
( MATCH DIMENSION @ OTHER LOCATIONS )

ALIGN TO BEYOND

PERIMETER OF ROOF
12'-9"

VEST. PERIM. OF ROOF
10'-8"

T/O STEEL
12'-0"

4" 1'-1"

A302

1
Sim

ROOF FLASHING CONTINUED ONTO WALL
SHEATHING, BEHIND EXT. FINISH SYSTEM

ROOFING SYSTEM, PER TYPICAL
VESTIBULE ROOF DETAIL ( SIMILAR )

EXTERIOR CEMENTITIOUS FINISH
SYSTEM ON 7/8" HAT CHANNEL ATTACHED
TO UNDERSIDE OF STRUCTURE

VESTIBULE ROOF FRAMING -
REFER TO STRUCTURAL

WIRE HANGERS FOR EXTERIOR
FINISH SYSTEM, AS REQUIRED

1/2" CONT. SEALANT JOINT & BACKER ROD.
PROVIDE BACKING ANGLE OF LIGHT GAUGE
METAL @ INSIDE OF STRUCTURAL FRAMING

E/O DECK
1'-0" 8"

PERIMETER OF ROOF
12'-9"

T/O STEEL
12'-0"

T/O BRICK

10'-8"

8

A302

EXTERIOR CEMENTITIOUS FINISH SYSTEM
( 1/2" CONT. SEALANT JOINT @ INSIDE CORNER )

PREFINISHED ALUMINUM FLASHING @ TOP
OF BRICK ( CONT. SEALANT @ DRIP-EDGE )

BRICK TIE @ TOP COURSE ( & TYPICAL LOCATIONS )
W/ VERTICAL WEEPS @ 32" O.C. ( TOP HEAD JOINT )

WALL CONSTRUCTION (MIN R-VALUE = 21) :
- BRICK ( TO MATCH EXISTING BUILDING ) + AIR GAP
- VAPOR PERMEABLE AIR BARRIER
- 5/8" EXTERIOR FIBERGLASS MAT GYPSUM SHEATHING
- 6" STEEL C-STUD WALL FRAMING
- EXTERIOR BATT INSULATION
- INTERIOR VAPOR RETARDER
- 5/8" INTERIOR FIBERGLASS MAT GYPSUM SHEATHING5/8" 6" 5/8" 5 3/4"

4" 1'-1"

6" CONT. METAL STRAPPING,
CENTERED ON BOTTOM FLANGE,
FOR SEALANT BACKING

1/2" CONT. SEALANT
JOINT @ UNDERSIDE OF
STEEL / TOP OF GWB

COPED STEEL BEAM &
PERIMETER STEEL FRAMING -
REFER TO STRUCTURAL

5" CONT. LIGHT-GUAGE METAL
'L' FOR INSULATION STOP
( CENTER ON BEAM )

CLOSED CELL SPRAY-IN FOAM
INSULATION. MIN. THICKNESS
TO MATCH WALL R-VALUE

1
/2

"

A302

1
Sim

3'-0"

STEEL BEAM

EXTERIOR CEMENTITIOUS
FINISH SYSTEM OVER 7/8"
HAT CHANNEL (12 GA.)

2x PRESERVATIVE TREATED
WOOD BLOCKING, FASTENED
TO WEB OF BEAM ( EACH SIDE )

CONTINUOUS BEAD
OF SEALANT

TERMINATION BAR

APPROPRIATE FASTNER
12" OC MAX

METAL COUNTERFLASHING -
3" MIN FACE

WATERPROOF MEMBRANE

BONDING ADHESIVE

CONTINUOUS BEAD
OF WATERBLOCK

EXISTING BRICK WALL

VEST. PERIM. OF ROOF
10'-8"

B/O INTERIOR SOFFIT

8'-0"

PRESERVATIVE TREATED WOOD BLOCKING
( 3 LAYERS )

1/2" EXTERIOR GRADE PLYWOOD
( 2 LAYERS )

PREFINISHED ALUMINUM FASCIA SYSTEM

ROOF CONSTRUCTION:
- STONE BALLAST ROOF SYSTEM
- TAPERED INSULATION
- 2 LAYERS OF 2" RIGID INSULATION
- METAL ROOF DECK ( REFER TO STRUCTURAL )

PREFINISHED ALUMINUM FASCIA SYSTEM

7/8" HAT CHANNEL ( 12 GA. ) ATTACHED
TO WOOD BLOCKING

EXTERIOR CEMENTITIOUS FINISH SYSTEM
( 1/2" CONT. SEALANT JOINT @ INSIDE CORNER )

CLOSED CELL SPRAY-IN FOAM INSULATION
( TOP OF STOREFRONT TO BTM OF DECKING )

CONT. SEALANT JOINT & BACKER ROD

5/8" GWB SOFFIT ON 1-1/2" Z-
DEFLECTION TRACK, FASTENED
TO UNDERSIDE OF STRUCTURE

3-5/8" METAL STUD SOFFIT
FRAMING, SECURED TO
UNDERSIDE OF STRUCTURE.
REFER TO RCP FOR SOFFIT FINISH

EXTERIOR STOREFRONT FRAMING
& INSULATED GLAZING

VESTIBULE ROOF SUPPORT
COLUMN, WHERE OCCURS

'L'-BEAD @ TERMINATION OF GWB
( 1/4" GAP TO FINISHED SOFFIT )

A404

10

2'-0"

1'-1"5 1/2" 6 1/2"

23

PERIMETER OF ROOF
12'-9"

T/O STEEL
12'-0"

1'-0"

5/8" 6" 5/8" 5 3/4"

CLOSED CELL SPRAY-IN FOAM
INSULATION  ( TOP OF STUD WALL
TO BTM OF DECKING )

3-5/8" STEEL STUD SOFFIT
FRAMING, SECURED TO
UNDERSIDE OF STRUCTURE

TYPICAL ROOF CONSTRUCTION

EXTERIOR CEMENTITIOUS
FINISH SYSTEM ON 2-1/2" STEEL
STUD SOFFIT FRAMING

1/2" CONT. SEALANT JOINT &
BACKER ROD @ TOP OF BRICK

BRICK TIE @ TOP COURSE
( & TYPICAL LOCATIONS )
W/ VERTICAL WEEPS @ 32" O.C.
( TOP HEAD JOINT )

DEFLECTION TRACK @ TOP OF
STEEL STUD WALL FRAMING

EXTENT OF MASONRY OPENING

1
"

( SEE PLAN FOR OPENING WIDTH )

1/2" STEEL PLATED WELDED TO
SIDE OF STRUCTURAL STEEL
POST - REFER TO STRUCTURAL
FOR POST SIZING & ADD'L INFO13"

1/2" CONT. SEALANT JOINT
& BACKER ROD

CLOSED CELL SPRAY-IN FOAM
INSULATION @ POST LOCATION
(FILL INSIDE OF POST AFTER
ERECTION, PRIOR TO INSTALLATION
OF DOOR TRACK)

2-1/2" STEEL STUD FRAMING
@ POST LOCATION

METAL 'J' BEAD @
TERMINATION OF GWB,
CONT. SEALANT JOINT
TO STRUCTURAL
STEEL MEMBER

OVERHEAD DOOR
TRACK AND ANCHORING
ANGLES, BY DOOR
MANUF., WELDED TO
STEEL POST PER
MANUF. REQUIREMENTS

T/O MASONRY OPENING ( T/O STEEL PLATE )

7'-4"

THROUGH-WALL FLASHING &
WEEPS ABOVE LINTEL PLATE

CLOSED CELL SPRAY-IN
FOAM INSULATION - HEIGHT OF
STEEL MEMBER (FILL INSIDE OF
HEADER AFTER ERECTION, PRIOR
TO INSTALLATION OF O.H. DOOR
COMPONENTS)

1/2" STEEL PLATE WELDED TO
UNDERSIDE OF STEEL MEMBER
- REFER TO STRUCTURAL FOR
MEMBER SIZING & ADD'L INFO.

13"

STEEL STUD FRAMING,
OVERLAPPED ONTO TYPICAL
WALL FRAMING

METAL 'J' BEAD @
TERMINATION OF GWB,
CONT. SEALANT JOINT
TO STRUCTURAL
STEEL MEMBER

'Z-TYPE' LINTEL
BRUSH SEAL
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BUILDING 9 -
SECOND FLOOR RENOVATION

BB

542-13-105

JB

1400 Blackhorse Hill Road
Coatesville, PA 19320

A302

LOADING DOCK ENTRY EXTERIOR
DETAILS

05 / 12 / 14 12549

9

 1 1/2" = 1'-0"
1

DETAIL - CANOPY EDGE

 1 1/2" = 1'-0"
3

DETAIL -  CANOPY TRANSITION TO VESTIBULE ROOF

 1 1/2" = 1'-0"
2

DETAIL - CANOPY EDGE @ BRICK

 3" = 1'-0"
8

STEEL BEAM DETAIL

 3" = 1'-0"
9

TERMINATION DETAIL

 1 1/2" = 1'-0"
4

DETAIL - VESTIBULE ROOF EDGE

 1 1/2" = 1'-0"
5

DETAIL - TOP OF BRICK WALL @ UNDERSIDE OF ROOF

 1 1/2" = 1'-0"
7

PLAN DETAIL - OVERHEAD DOOR JAMB

 1 1/2" = 1'-0"
6

SECTION DETAIL - OVERHEAD DOOR HEAD


